

	
	Skip to the content

	

	
	
		
			

				

				

				


									Menu
				
			

		

	

	


	


	

		

			

				

											Close
					
					
				

			


			

				
					About

	Resources

	News

	Events

	SafetyShow sub menu


	Safety Initiatives

	Safety Resources

	Safety Hero Award

	WPAC Safety Committee




	MembersShow sub menu


	Members

	Become a Member







					Pellets + 
Our PlanetShow sub menu


	Our Commitment

	Climate Change

	Responsible Sourcing

	Certification

	Communities + People




	Pellets + 
BioeconomyShow sub menu


	World of Possibilities

	Research




	Pellets + 
Your Home

	Pellets +
 BusinessShow sub menu


	Commercial Power Uses

	Industrial Power Uses







									
						
	Search For…
	
	
		Search
			

					

				
			


			

					LinkedIn
	Youtube


			


		


	




	

		
		

			

									
		
			
				[image: Wood Pellet Association of Canada logo.]

					

	WOOD PELLET ASSOCIATION OF CANADA

				
				
			


			

				

					
						About

	Resources

	News

	Events

	SafetyShow sub menu


	Safety Initiatives

	Safety Resources

	Safety Hero Award

	WPAC Safety Committee




	MembersShow sub menu


	Members

	Become a Member







					
					

							LinkedIn
	Youtube


							
								Search
															

						
						

															Menu
							
							
						

						
					


				


				
					
						Pellets + 
Our PlanetShow sub menu


	Our Commitment

	Climate Change

	Responsible Sourcing

	Certification

	Communities + People




	Pellets + 
BioeconomyShow sub menu


	World of Possibilities

	Research




	Pellets + 
Your Home

	Pellets +
 BusinessShow sub menu


	Commercial Power Uses

	Industrial Power Uses







									


			


		


		
	

	

	

		

			
			
				
				
					Search For…
									
				Search
			


			
				Close
				
									

			

		


	






  

    

  
  
Home

> Resources> Safer Operation of Direct-Heated Belt DryersSafer Operation of Direct-Heated Belt Dryers

  

  

    

      
Direct-heated belt dryers used in wood pellet plants present the risk of fire and deflagration that could arise from a range of conditions, including ignition sources entering the dryer through air intake, fibre infeed, or propagating from interconnected equipment.




The factsheet on the left summarizes the five steps operators and workers can take to enhance safety of direct-heated belt dryers. If you want to dive deeper, download the full technical report to the right. 
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